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Energy Absorbing Bollards

Protect pallet racking, equipment, vehicles, and 
pedestrians from damaging collisions. Ideal for medium 
industrial environments where cars, small trucks, and 
typical forklifts are present at lower speeds.

This flexible steel bollard stops 3 tonnes at 4.8km/h 
without damage.

Stopping Power Rating: 5.334 joules l 62.7 kN.

Slowstop® Bollard - 101mm Dia

CODE DESCRIPTION SIZE (mm)

49-SSB101Y Slowstop Bollard - 101mm 1000(H) x 101(D)

See more on Slowstop 
Bollards here

Made in USA
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Mass [kg]

100 cm

13.0 mm

83.0 mm

180.0 mm

250.0 mm 202.9 mm

EXPLODED

101.6 mm

100 cm

250.0 mm

CAP

* MINIMUM FOUNDATION DEPENDS ON LOCAL
SOIL CONDITIONS, WEATHER & ENG. REQ'TS

GALVANIZED +
POWDER COAT
RAL 1023
SAFETY YELLOW

RAL 9005 BLACK
KTL COATING
C5I CORROSION
RESISTANCE

DWG.



PART NO.

SCALE

TYPE 2 REBOUNDING STEEL BOLLARDA
12-JUN-20174955 STOUT DR. · SAN ANTONIO, TX 78219 · (800) 736-5256

REV

The drawing on this print and the information therewith are property of 
SlowStop Guarding Systems, LLC, and shall not be used or discussed in
whole or in part without the consent of SlowStop Guarding Systems, LLC.
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