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Energy Absorbing Bollards
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Will arrest/minimal 
damage

Significant damage/potential 
failure to arrest

Barrier is 
undersized

Mass [kg]

Protect buildings, assets, vehicles, and pedestrians 
from damaging collisions. Used in medium to heavy-
duty industrial applications where cars, light trucks, and 
typical forklifts are present.

This flexible steel bollard stops 3,000 kg at 7.8km/h 
without damage.

New round base design on this size offers fastener head 
protection from fork impact as well as eliminating trip 
hazards.

Stopping Power Rating: 14.000 joules l 90 kN.

Slowstop® Bollard - 141mm Dia

CODE DESCRIPTION SIZE (mm)

49-SSB141Y Slowstop Bollard - 141mm 1000(H) x 141(D)

See more on Slowstop 
Bollards here

Made in USA

17.1 mm

121.0 mm

238.0 mm

100 cm

n336.5 mm

20.0 mm

ISO

Ø139.7 mm

100 cm

* MINIMUM FOUNDATION DEPENDS ON LOCAL
SOIL CONDITIONS, WEATHER & ENG. REQ'TS

BLACK CAP

GALVANIZED +
POWDER COAT
RAL 1023
SAFETY YELLOW

RAL 9005 BLACK
KTL COATING
C5I CORROSION
RESISTANCE

The drawing on this print and the information therewith are property of 
SlowStop Guarding Systems, LLC, and shall not be used or discussed in
whole or in part without the consent of SlowStop Guarding Systems, LLC.
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3.0TYPE 2.5 SLOWSTOP BOLLARD
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