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Spill Containment

DRAINSEAL

Place over drain to prevent leaks entering.

Resistant to most chemicals and oils, the cover is reusable 
after a wash with warm soapy water.

Store near drains or spill areas.

Size: 750 x 1000 x 3mm

Weight: 4kg

DRAINGUARD - WITH PILLOW

ULTRA DRAIN SEAL

Prevents sediments 
entering drains. Large 
sediment accumulation 
pocket holds up to 18kg 
of silt and rubbish as well 
as 3.5L of oil and grease. 
Made from a polyprop 
geotextile.

Easy to install.

One size fits most drains.

Premium urethane construction is heavier weight so conforms 
naturally to temporarily seal off drains.

Flexible, non-absorbing material with reinforced, tear-resistant 
mesh is also more resistant to lifting with gusts.

Resists oil, water and most 
aggressive chemicals, 
cleans with soap and water.

Comes with carry bag.

Size: 1220(L) x 910(W) x 460(D)mm

CODE DESCRIPTION

Drainguard with pillow46-DGP

CODE DESCRIPTION

Drainseal46-DSEAL

CODE DESCRIPTION SIZE (mm) WEIGHT

46-U2132 Ultra Drain Seal 1220 x 1220 x 10 17kg

46-U2130 Ultra Drain Seal 915 x 915 x 10 9kg

46-U2190 Ultra Drain Seal 900 x 700 x 10 8kg

SPILL DECKS - LOW PROFILE

SPILL DECK RAMP

Ultra Spill Decks are available in 1, 2 and 4-drum modules. 

Modules can be easily connected together to ‘sump share’ and 
reach the required containment level. 

The low profile, all-polyethylene design ensures easy loading and 
no rust or corrosion worries.

CODE DESCRIPTION SIZE

46-SD1 1 Drum – 42L Sump Capacity 660(W) x 660(D) x 150(H)

46-SD2 2 Drum – 84L Sump Capacity 1320(W) x 660(D) x 150(H)

46-SD4 4 Drum – 167L Sump Capacity 1320(W) x 1320(D) x 150(H)

Makes loading drums onto 
the Spill Decks the task 
that it should be – safe and 
hassle free.

Features raised sidewalls 
and a textures non-slip 
surface. 

272kg load rating

CODE DESCRIPTION

46-SDR Spill Deck Ramp

Size: 813(W) x 610(D) x 150(H)mm

Spill Containment

Low Profile Spill Decks are available in 1, 2 and 4-drum 
modules. Modules can be easily connected together to 
‘sump share’ and reach the required containment level.

The low profile, all-polyethylene design ensures easy 
loading and eliminates rust or corrosion worries.

•	 1 Drum - 42L Sump Capacity

•	 2 Drum - 84L Sump Capacity

•	 4 Drum - 167L Sump Capacity

Spill Deck Ramps make loading drums onto decks safe 
and hassle free.

•	 Raised sidewalls

•	 Textured non-slip surface

•	 272kg load rating

Spill Decks - Low Profile

Spill Deck Ramp

CODE DESCRIPTION SIZE (mm)

46-SD1 Spill Deck, Low Profile - 1 Drum 660(W) x 660(D) x 150(H)

46-SD2 Spill Deck, Low Profile - 2 Drum 1320(W) x 660(D) x 150(H)

46-SD4 Spill Deck, Low Profile - 4 Drum 1320(W) x 1320(D) x 150(H)

CODE DESCRIPTION SIZE (mm)

46-SDR Spill Deck Ramp 813(W) x 610(D) x 150(H)
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Spill Containment

DRAINSEAL

Place over drain to prevent leaks entering.

Resistant to most chemicals and oils, the cover is reusable 
after a wash with warm soapy water.

Store near drains or spill areas.

Size: 750 x 1000 x 3mm

Weight: 4kg

DRAINGUARD - WITH PILLOW

ULTRA DRAIN SEAL

Prevents sediments 
entering drains. Large 
sediment accumulation 
pocket holds up to 18kg 
of silt and rubbish as well 
as 3.5L of oil and grease. 
Made from a polyprop 
geotextile.

Easy to install.

One size fits most drains.

Premium urethane construction is heavier weight so conforms 
naturally to temporarily seal off drains.

Flexible, non-absorbing material with reinforced, tear-resistant 
mesh is also more resistant to lifting with gusts.

Resists oil, water and most 
aggressive chemicals, 
cleans with soap and water.

Comes with carry bag.

Size: 1220(L) x 910(W) x 460(D)mm

CODE DESCRIPTION

Drainguard with pillow46-DGP

CODE DESCRIPTION

Drainseal46-DSEAL

CODE DESCRIPTION SIZE (mm) WEIGHT

46-U2132 Ultra Drain Seal 1220 x 1220 x 10 17kg

46-U2130 Ultra Drain Seal 915 x 915 x 10 9kg

46-U2190 Ultra Drain Seal 900 x 700 x 10 8kg

SPILL DECKS - LOW PROFILE

SPILL DECK RAMP

Ultra Spill Decks are available in 1, 2 and 4-drum modules. 

Modules can be easily connected together to ‘sump share’ and 
reach the required containment level. 

The low profile, all-polyethylene design ensures easy loading and 
no rust or corrosion worries.

CODE DESCRIPTION SIZE

46-SD1 1 Drum – 42L Sump Capacity 660(W) x 660(D) x 150(H)

46-SD2 2 Drum – 84L Sump Capacity 1320(W) x 660(D) x 150(H)

46-SD4 4 Drum – 167L Sump Capacity 1320(W) x 1320(D) x 150(H)

Makes loading drums onto 
the Spill Decks the task 
that it should be – safe and 
hassle free.

Features raised sidewalls 
and a textures non-slip 
surface. 

272kg load rating

CODE DESCRIPTION

46-SDR Spill Deck Ramp

Size: 813(W) x 610(D) x 150(H)mm

What our clients say. 

“We received everything very quickly and 
the staff are always a pleasure to deal with.”

L Reeve, Site Manager - Food Manufacturer

“I am very happy with the outstanding service 
from Vanguard, I wish all companies were as 
proficient as you.”

D Walters, Retirement Village Manager


